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ELECTRIC ENERGY IS STORED WITH

BODY BALL SHELLS MADE FROM
CARBON FIBER WHICH IS EXTREMELY
LIGHTWEIGHT AND DURABLE

BATTERIES LOCATED INSIDE THE

3 SMALLER BODY SPHERES
COMPUTER “BRAIN“ IS

LOCATED WITHIN THE
MAIN SPHERE

TOP VIEW

WHEN NOT IN USE,
\\| NS3000 PLUGS ITSELF IN
AND RECHARGES POWER SUPPLY

TAIL, NECK, AND TENTACLES
MADE FROM FLEXIBLE
BIOENGINEERED MUSCULAR VINES

INFARED CAMERA DETECTS

HEAT AND MOTION WHICH
ENABLES NS3000 TO ACCURATELY
TARGET INTRUDERS

—«— TENTACLES LOWER TO
THE GROUND WHEN FIRING
DARTS FOR EXTRA STABILITY

COMPLEX INTERNAL GYRO
SYSTEM USED TO MAINTAIN
BALANCE

LR S
SIDE VIEW

WIRELESS NETWORK ANTENNA
/ COMMUNICATES INFORMATION TO AND
FROM THE SECURITY DATA CENTER
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ZONE REV
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ISOMETRIC VIEW
SCALE: 1:4

FRONT VIEW

MINI SONAR SYSTEM
DETECTS OBSTACLES AND
AIDS NAVIGATION

T TRANQUILLIZER DART LAUNCHER
USES COMPRESSED AIR TO
LAUNCH DARTS UP TO 50’

o— INDIVIDUAL MOTORS ARE

LOCATED WITHIN EACH WHEEL
WHICH ALLOWS NS3000 TO
“TURN ON A DIME”
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